VIN location DESCRIPTION IDENTIFICATION
1
2 WMI code (assigned by SAE) 1,F9
3
1= ball type pull, 2=pintle hitch, 3=
4 Trailer type gooseneck, 4=straight semi, 5= fifth wheel,
6=kingpin
5 Body type U=utility trailer
: Length of trailer rounded to nearest foot Example - 26 = 26 feet long
8 Number of axles 1,2,3
9 Check digit See 49 CFR 565.4
10 Model year F=2015, G=2C3|1"6, I!—I="2017“, e':cc. Do not use
1", "0", or "U",
11 Plant location P=Phoenix
12
13 WMI extension (assigned by SAE) 4,4,7
14
15
16 Sequential serial number 001, 002, 003, etc.
17
SAMPLE VEHICLE LABEL

MANUFACTURED BY: FMD FABRICATION SERVICES

GVWR: 7257 KG (16,000 LB)

TIRES: 215/75R17.5H

THIS VEHICLE CONFORMS TO ALL APPLICABLE U.S. FEDERAL MOTOR VEHICLE SAFETY
STANDARDS IN EFFECT ON THE DATE OF MANUFACTURE SHOWN ABOVE.

VIN: 1F91U%5FP447001 TYPE: TRAILER  MODEL/PART NUMBER: 000-123456-COM

RIMS: 17.5X6M

DATE OF MANUFACTURE: 04/2015
GAWR (AXLE #1): 3629 KG (8000 LB)
GAWR (AXLE #2): 3639 KG (8000 LB)
GAWR (AXLE #3): N/A

COLD TIRE INFL: 862KPA (125 PSI)

Signed:

/ Date signed: ' 5 P(P(Z- 20 l 5

Typed name: Peter Diaz
Capacity of Signatory: Vice President of Operations




